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DC455
Elastyczne ramię składane DC455 ma czujnik 13 megapikseli

Kamera 13MP

8X zoom cyfrowy

2 x HDMI Wejście/Wyjście, 2 x VGA Wejście/Wyjście

Pozioma A4 (210 x 297 mm)

DC455 firmy Optoma tworzy inspirującą przestrzeń



Specifications

Camera

Czujnik 1/3.06" CMOS

Piksele 13M

Ogólne

Liczba klatek Up to 30

Obszar nagrywania A4 landscape (210 x 297 mm)

Rozdzielczość wyjściowa 1080i

Focus Auto/Manual

Wykonywanie zdjęć Tak

Nagrywanie filmów Tak

Źródło światła LED

Security blokada Kensington

USB2 Tak

Pobór mocy

Zasilanie DC 5V, 100-240V, 50-60Hz

Zużycie energii (tryb
czuwania)

0.1W

Zużycie energii
(minimalne)

2W

Zużycie energii
(maksymalne)

4.5W

Waga i wymiary

Wymiary (Sz x Gł x Wy)
(mm)

190 x 80 x 305

Zawartość opakowania

W pudełku Pilot, przewód zasilający (UK / UE), zasilacz, kabel HDMI,

kabel USB (2.0), adaptery mikroskopów

Łączność

Złącza
wejściowe/wyjściowe

Porty wejścia 1 x HDMI, 1 x VGA

Porty wyjścia 1 x HDMI, 1 x VGA, 1 x Micro-USB

Copyright © 2021, Optoma and its logo is a registered trademark of Optoma Corporation. Optoma Europe Ltd is the licensee of the registered trademark. All other product names and company names used

herein are for identification purposes only and may be trademarks or registered trademarks of their respective owners.Errors and omissions excepted, all specifications are subject to change without notice.All

images are for representation purposes only and may be simulated. 22052021041407


